
 

 

 
 
 
 
 
 
 
 

VIRGIN BASE OIL SN150 
 

Test Test Method Unit TEST RESULT 

Viscosity @ 100°C ASTM D-445 cSt 4.9(min)-6.5(max) 

Viscosity Index (VI) 

min 
ASTM D-2270 - 90 

Density in 15°C ASTM D-1298 Kg/L 0.890 

Flash point (min) ASTM D-92 °C 210 

Pour point ASTM D-97 °C -3 max 

Color ASTM D-1500 - 2 max 

Sulphur content ASTM D-2622 wt% 0.5max 

NOAK ASTM D-5800 wt% 10 

Carbon residue 

content 
ASTM D-189 wt% 0.05 

 
 

VIRGIN BASE OIL SN500 
 

 

Test Test Method Unit TEST RESULT 

Viscosity @ 

100°C 
ASTM D-445 cSt 12-13 

Viscosity Index 

(VI) min 
ASTM D-2270 - 90 

Density in 15°C ASTM D-1298 Kg/L 0.890 

Flash point (min) ASTM D-92 °C 250 

Pour point ASTM D-97 °C -6 MAX 

Color ASTM D-1500 - 2 MAX  
 

 

 

 

 

 

 

 

 

  

 

 


